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LUMA LFL0100

LumCAT: LFL0100 Luminaire: Industrial Linear Lighting
Report No: SENSING20100322s001 Voltage(V): 0.000

Test No: Current(A): 0.000

LampCAT: : LUMILEDS Power (W): 50.810

Lamp flux(Im): -1.0 PF: 0.000

Number of Lamps: 1 Ballast type:

Length(feet)(ft.):0.000 Width(feet)(ft.):0.000

Phm Type: C Height(feet)(ft.):0.000

Photometric Results

Lumens(Im): 4668.69

Efficiency(%): 0.00%

Lumens(Im)/Power(W): 91.89

Central intensity(cd): 1217.033

Maximum intensity(cd): 1655.528

Angle of maximum intensity: C=135.0 y=40.0

Beam Angle(50%Ilmax): [CO__180]Left=87.7 Right=25.6
[C90__ 270]Left=26.6 Right=78.2

Field angle(10%Imax): [CO__180]Left=101.5 Right=40.7
[C90__270]Left=39.8 Right=91.8

Maximum s/h: C0O_180=0.93 C90_270=0.87

Up flux rate of lamp(%): 0.00%

Down flux rate of lamp(%): 0.00%

Up flux rate of LUM(%): 0.26%

Down flux rate of LUM(%): 99.74%

CIE Type : Direct lighting

Output flux ratio in z solid angle : 87.861%

Equipment: GMS2200 Date: 2015-6-8 Operator:
Temperature(°C): 25 Humidity(%): 60% Distance(feet): 13.72



LUMA LFL0100
Light Distribution Curve [Un
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Date: 2015-6-8 Operator:

Equipment: GMS2200
Temperature(°C): 25

Distance(feet): 13.72

Humidity(%): 60%
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LUMA LFL0100

ISO illuminance diagram
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[Unit:f¢] H=2.0feet

Imax:1655.53cd
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(70%Emax) 214.7235
(80%Emax) 245.3981
(90%Emax) 276.0728
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Equipment: GMS2200
Temperature(°C): 25

Date: 2015-6-8
Humidity(%): 60%

Operator:
Distance(feet): 13.72



LUMA LFL0100

Luminance Limitting Curve(no luminous side) Page: 4 Total:7

Luminance Table

Y 45 50 55 60 65 70 75 80 85
Cco
C45
C90 0 0 0 0 0 0 0 0 0
Glare Table
Glare Quality Service Values Illuminance(1x)
1.15 A 2000 1000 500 <=300
1.5 B 2000 1000 500 <=300
1.85 C 2000 1000 500 <=300
2.2 D 2000 1000 500 <=300
2.55 E 2000 1000 500 <=300
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Equipment: GMS2200 Date: 2015-6-8 Operator:
Temperature(°C): 25 Humidity(%): 60% Distance(feet): 13.72



LUMA LFL0100

Budgetary Estimate Table
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Budgetary Estimate Tab
40| Lamp Flux -1.0lm
Maint Co | 0.8/0.8
30Avelllu 9.3 fc
Plane H 00m
Place C |W [F
20 Refit 07 05 [0.2
Refl2 — 0.5 103,102
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S[m2]
Equipment: GMS2200 Date: 2015-6-8 Operator:

Temperature(°C): 25

Humidity(%): 60%

Distance(feet): 13.72




LUMA LFL0100

Utilization factor table for indoor luminaire Page: 6 Total:7
RHOCC 80 70 50 30 10
RHOW [ 50 [ 30 [ 10 [ 50 [30 [ 10 [ 50 [30 [10 [50 [30 [10 [50 [30 |10
RCR COEFFCIENTS OF UTILIZATION RHOFC=20 CU
0 Jooo {000 Jo.0o0 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00
1 [o000 Jooo [0.00 [0.00 [0.00 [o.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00
2 Jooo [000 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00
3 Jooo o000 Jo.0o [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [o.00 [0.00 [0.00 [0.00 [0.00 |0.00
4 [000 Jooo [0.00 [0.00 [0.00 [o.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00
5 Jooo [0.00 Jo.oo [o.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00
6 |o0o 000 Jo0o [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [o.00 [0.00 [0.00 [0.00 [0.00 [0.00
7 Jooo o000 Jo.0o [0.00 [o.00 [0.00 [0.00 [0.00 [0.00 [0.00 Jo.0o [0.00 [0.00 [0.00 [0.00 |0.00
8 Jooo [0.00 Jo.oo [o.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00
9 Jooo 000 Jo.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [0.00 [o.00 [0.00 [0.00 [0.00 [0.00 [0.00
10 000 Jooo J0.00 [0.00 [0.00 Jo.00 [0.00 [0.00 [0.00 [o.00 [0.00 [0.00 [0.00 [o.00 [0.00 [0.00
Equipment: GMS2200 Date: 2015-6-8 Operator:

Temperature(°C): 25 Humidity(%): 60% Distance(feet): 13.72




LUMA LFL0100

Intensity data(cd) Page: 7 Total:7
Chy(°) 0.0 5.0 10.0 15.0 20.0 25.0 30.0 35.0 40.0
0.0 1217.03  1234.52 1253.95 1278.57 1310.30 1383.49 1460.57 1494.25 1457.98
45.0 1220.92 1233.23 1253.30 1283.75 1307.06 1361.47 1474.17 1581.69 1611.48
90.0 1213.15  1217.03  1235.17 1255.90 1283.75 1353.05 1421.71 1457.98 1444.38
135.0 1237.11  1233.87 1257.19 128439 1317.43 1380.25 1487.13 1592.70 1655.53
180.0 1223.51 1228.69 1250.07 1281.80 1317.43 1384.14 1456.68 1502.02 1501.38
225.0 122092 1230.64 1250.71 1282.45 133297 1398.39 1489.72 1589.46 1644.52
270.0 1213.15 1219.62 1244.88 1279.86 1319.37 1382.85 1452.15 1500.08 1476.76
315.0 1237.11 1248.12 1273.38 1308.36 1347.87 1408.11 150591 1605.66 1636.10
360.0 1217.03  1234.52 125395 127857 1310.30 1383.49 1460.57 1494.25 145798
Chy(°) 45.0 50.0 55.0 60.0 65.0 70.0 75.0 80.0 85.0
0.0 1292.88 1094.16 909.31 318.80  90.94 49.87 21.57 7.77 1.56
45.0 1496.84 1267.55 1016.25 827.12 702.11 172.87  36.01 9.26 1.56
90.0 1303.83 1078.43 956.01 478.01 138.87  69.63 28.76 11.79 2.59
135.0 1574.57 1416.53 1186.59 944.35  789.55  476.06  63.02 18.91 4.08
180.0 1405.52  1217.68 1023.37 682.03 129.35  73.00 33.81 15.16 4.66
225.0 1582.99 1430.78 1234.65 1019.16 857.17 582.09  86.66 27.59 7.13
270.0 135823 1162.56 1021.69 660.33 177.47  96.18 46.89 20.01 9.65
315.0 1543.48 1359.53 1117.68 910.09  757.55  281.10  47.61 14.51 3.63
360.0 1292.88 1094.16 909.31 318.80  90.94 49.87 21.57 7.77 1.56
Cly(°) 90.0 95.0 100.0 105.0 110.0 115.0 120.0 125.0 130.0
0.0 0.13 0.26 0.39 0.65 0.84 1.10 1.10 1.81 1.56
45.0 0.19 0.19 0.19 0.26 0.32 0.32 0.91 0.71 1.30
90.0 4.60 0.07 0.19 0.07 0.19 0.13 0.32 0.45 1.10
135.0 0.07 0.00 0.00 0.00 0.19 0.07 0.65 0.45 1.17
180.0 0.07 0.00 0.00 0.00 0.07 0.13 0.45 0.58 0.97
225.0 1.88 1.04 0.71 0.84 1.04 1.17 1.30 1.88 1.56
270.0 6.93 4.02 1.68 1.23 1.10 1.17 1.17 1.56 1.75
315.0 0.65 0.71 0.78 0.91 1.10 1.43 1.36 1.81 1.62
360.0 0.13 0.26 0.39 0.65 0.84 1.10 1.10 1.81 1.56
Chy(°) 135.0 140.0 145.0 150.0 155.0 160.0 165.0 170.0 175.0
0.0 1.94 2.33 3.17 4.21 5.51 6.93 8.10 8.49 9.26
45.0 1.62 2.27 2.98 4.08 5.25 6.54 7.64 9.00 9.72
90.0 1.56 2.20 2.98 4.15 5.38 6.87 8.10 9.00 9.26
135.0 1.43 2.01 2.66 3.69 5.05 6.22 7.32 8.16 8.81
180.0 1.36 2.01 2.72 3.69 4.92 6.15 7.06 7.64 8.81
225.0 1.81 2.20 2.98 4.02 5.31 6.80 7.97 8.61 9.20
270.0 1.94 227 3.04 4.08 5.44 7.00 8.36 9.13 9.46
315.0 1.81 2.14 2.98 3.89 5.31 6.67 8.16 9.20 9.65
360.0 1.94 2.33 3.17 4.21 5.51 6.93 8.10 8.49 9.26
Chy(°) 180.0

0.0 10.04

45.0 9.59

90.0 9.39

135.0 9.52

180.0 10.04

225.0 9.59

270.0 9.39

315.0 9.52

360.0 10.04

Equipment: GMS2200 Date: 2015-6-8 Operator:

Temperature(°C): 25

Humidity(%): 60%

Distance(feet): 13.72



