
IES ROAD REPORT
PHOTOMETRIC FILENAME : DTD-50W-L540_115 LM_W.IES

DESCRIPTIVE INFORMATION (From Photometric File)

IESNA:LM-63-1995
[TEST] 
[DATE] 2016-4-18
[MANUFAC] JK
[LUMCAT] Street Lighting Fixture
[LUMINAIRE] DTD-50W-L540
[LAMPCAT] Philips LED
[LAMP]  LUXEON 3030 2D ( P ) 

CHARACTERISTICS

IES Classification Type VS
Longitudinal Classification Very Short
Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 6129
Downward Total Efficiency N.A. (absolute)
Total Luminaire Efficiency N.A. (absolute)
Luminaire Efficacy Rating (LER) 115
Total Luminaire Watts 53.2
Ballast Factor 1.00
Upward Waste Light Ratio 0.01
Maximum Candela 2456.093
Maximum Candela Angle 0H  0V
Maximum Candela (<90 Degrees Vertical) 2456.093
Maximum Candela Angle (<90 Degrees Vertical) 0H  0V
Maximum Candela At 90 Degrees Vertical 43.85 (0.7% Luminaire Lumens)
Maximum Candela from 80 to <90 Degrees Vertical 232.31 (3.8% Luminaire Lumens)
Cutoff Classification (deprecated) N.A. (absolute)
LUMINAIRE CLASSIFICATION SYSTEM (LCS)

Lumens % Lamp % Luminaire
FL - Front-Low (0-30) 936.6 N.A. 15.3
FM - Front-Medium (30-60) 1586.8 N.A. 25.9
FH - Front-High (60-80) 517.7 N.A. 8.4
FVH - Front-Very High (80-90) 54.8 N.A. 0.9
BL - Back-Low (0-30) 929.4 N.A. 15.2
BM - Back-Medium (30-60) 1559.3 N.A. 25.4
BH - Back-High (60-80) 479.7 N.A. 7.8
BVH - Back-Very High (80-90) 31.4 N.A. 0.5
UL - Uplight-Low (90-100) 11.6 N.A. 0.2
UH - Uplight-High (100-180) 21.9 N.A. 0.4

Total 6129.2 N.A. 100.0

BUG Rating B2-U2-G1
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES ROAD REPORT
PHOTOMETRIC FILENAME : DTD-50W-L540_115 LM_W.IES

CANDELA TABULATION

Vert. Horizontal Angles
Angles

 0  45  90  135  180  225  270  315  360
0 2456.093 2456.093 2456.093 2456.093 2456.093 2456.093 2456.093 2456.093 2456.093
5 2448.230 2440.970 2437.740 2440.160 2440.160 2441.770 2445.000 2452.270 2448.230
10 2411.090 2402.210 2394.130 2395.750 2398.170 2401.400 2407.860 2415.940 2411.090
15 2349.720 2336.000 2324.690 2324.690 2326.310 2331.150 2340.840 2354.570 2349.720
20 2256.060 2240.720 2227.800 2226.180 2230.220 2238.290 2246.370 2264.130 2256.060
25 2139.780 2123.630 2101.830 2105.060 2104.260 2113.940 2126.060 2150.280 2139.780
30 1992.820 1980.710 1954.070 1957.300 1957.300 1966.990 1981.520 2004.130 1992.820
35 1826.490 1810.340 1780.460 1786.110 1790.150 1795.000 1809.530 1835.370 1826.490
40 1636.730 1627.040 1594.740 1600.560 1602.170 1609.120 1610.650 1653.690 1636.730
45 1442.130 1433.250 1399.340 1407.650 1408.460 1422.910 1429.460 1461.510 1442.130
50 1242.690 1228.960 1194.240 1205.140 1205.060 1222.580 1228.640 1258.030 1242.690
55 1040.820 1031.940 994.800 1011.510 1005.210 1026.210 1038.720 1065.050 1040.820
60 847.030 832.500 809.890 824.910 816.910 843.480 857.530 873.680 847.030
65 671.000 654.850 635.480 638.620 624.410 662.200 682.230 696.840 671.000
70 502.240 486.900 469.950 462.840 437.080 490.780 523.000 524.850 502.240
75 347.690 325.250 320.240 290.530 234.970 326.300 369.330 366.190 347.690
80 209.780 184.750 187.090 132.990 32.940 163.750 232.310 219.390 209.780
85 93.670 66.540 78.240 28.420 0.810 46.270 113.690 89.790 93.670
90 31.980 10.660 30.520 0.970 0.240 1.700 43.850 15.020 31.980
95 20.750 5.570 18.890 0.730 0.560 1.050 28.750 7.750 20.750
100 8.480 2.420 7.020 0.730 0.730 0.890 14.290 3.710 8.480
105 0.240 0.480 2.340 0.970 0.890 1.050 4.520 0.730 0.240
110 2.580 0.240 4.930 1.050 0.970 1.130 5.010 0.240 2.580
115 7.990 0.400 8.640 1.290 1.130 1.210 9.290 0.400 7.990
120 12.190 1.130 10.660 1.210 1.050 1.210 12.600 1.050 12.190
125 9.370 1.290 9.290 1.370 1.290 1.370 12.760 1.290 9.370
130 7.590 1.940 7.350 1.450 1.290 1.290 9.290 1.940 7.590
135 5.650 2.340 4.840 1.530 1.210 1.450 6.540 2.340 5.650
140 3.960 2.660 2.910 2.260 1.860 2.260 3.960 2.660 3.960
145 4.040 3.630 3.390 3.310 3.070 3.230 3.550 3.390 4.040
150 5.250 5.010 4.760 4.760 4.360 4.520 4.760 4.680 5.250
155 7.110 6.860 6.380 6.220 6.060 6.140 6.460 6.380 7.110
160 9.210 8.880 7.910 7.990 7.910 7.990 8.400 8.320 9.210
165 10.740 10.260 9.290 9.450 9.530 9.530 10.090 9.770 10.740
170 11.390 10.660 9.530 10.090 10.090 10.260 10.580 10.820 11.390
175 11.390 11.300 10.740 10.500 10.260 10.580 10.820 11.300 11.390
180 11.150 11.150 11.150 11.150 11.150 11.150 11.150 11.150 11.150
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IES ROAD REPORT
PHOTOMETRIC FILENAME : DTD-50W-L540_115 LM_W.IES

COEFFICIENTS OF UTILIZATION
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FLUX DISTRIBUTION
Percent

Lumens Of Luminaire

Downward Street Side 3095.8 50.5
Downward House Side 2999.8 48.9
Downward Total 6095.6 99.5

Upward Street Side 20.4 0.3
Upward House Side 13.1 0.2
Upward Total 33.5 0.5

Total Flux 6129.1 100.0
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IES ROAD REPORT
PHOTOMETRIC FILENAME : DTD-50W-L540_115 LM_W.IES

POLAR GRAPH
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Maximum Candela = 2456.093   Located At Horizontal Angle = 0, Vertical Angle = 0
# 1 - Vertical Plane Through Horizontal Angles (0 - 180)
# 2 - Vertical Plane Through Horizontal Angles (90 - 270)
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IES ROAD REPORT
PHOTOMETRIC FILENAME : DTD-50W-L540_115 LM_W.IES

ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINANCE
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LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Luminaire Lumens:
Front: Low=936.6, Medium=1586.8, High=517.7, Very High=54.8
Back: Low=929.4, Medium=1559.3, High=479.7, Very High=31.4
Uplight: Low=11.6, High=21.9

BUG Rating : B2-U2-G1
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